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Frame Thickness

When replacing your glazing it is important to consider the frame material and thickness. Opt where possible for the nearest size 
replacement if you want the least amount of disruption during the replacement process. 

If you are able to replace your doors and windows with the same or similar frame depth, your internal plaster and window boards stand 
the best chances of needing little or no adjustments. In the event of choosing a thicker frame than is currently installed, you may need to 
make provisions for cutting back plaster to an agreed point so the frames can be fitted to the same position externally. 

Kloeber offer three different material types, each with a different frame thickness:

External Finishes

If your property has any external finishes such as render or cladding then it’s worth noting 
there will be more work in replacing products than conventional brickwork. 

Replacement windows are measured to the building structure, (usually the brick or block). 
Any finishes obscuring the blockwork such as render or timber cladding need to be 
removed, allowing measurements to be taken to fit the new windows. If you have existing 
render, measurements can be taken by way of inspection holes as shown on the right. 

Before the installation, the external finishes to the window aperture will need to be 
completely removed or cut back to allow your new windows to be fitted. It is important to 
note that there will be making good of these finishes required by others so this should be 
allowed for in your project costs. 

There may be minimal making good, or potentially, there will be a lot of plastering and 
possible re-rendering required. Kloeber’s glazing installers do not undertake any making 
good of the window apertures post installation as this is best done by the respective 
trade. Kloeber will leave you with a fully weather tight and insulated window upon 
completion of the installation.

Thermally broken Aluminium has a 
70mm frame depth

Engineered Timber has a
94mm frame depth

Alu-Clad has 116mm and
130mm frame depths options

When you have made the decision to change glazing in your property there are
a number of important things to consider. 

This useful guide explains some of the scenarios that you may be faced with on your project. 



Replacement Glazing Guide
01487 740044      info@kloeber.co.uk      www.kloeber.co.uk

Building Regulations 

Building regulations require you to replace, at the very least, a like-for-like standard of door or window. 
This means that if you have double glazing, you could not replace with single glazing, for example. If you 
live in a conservation area it would be advisable to check with your local planning office to understand if 
there are any restrictions, some listed properties limit you to renovating existing windows only. 

Trickle Vents

Whilst your existing windows may not have trickle vents you might choose to add them at this stage if 
you do not have a mechanical ventilation system. Background ventilation is good for your home and 
allows the building to breathe, this will assist with existing damp and mould if you have it. Trickle vents 
can be inexpensive and can be added to the majority of Kloeber products.

Access 

In most instances your doors and windows will need to be removed and fitted from the outside so safe 
access to the outside of all windows will be required. Should you have doors and windows installed 
above a pitched (sloping) roof, you will likely need to supply full scaffolding. Please see our installation 
access guide for more information.

Structural Elements 

Some apertures will have specific structural requirements:

      Does the building have any bay windows with no visible steel or timber supports?

      Is the building built before 1960? 

      Does the building have a soldier course of bricks above the opening?

In any of these situations and many more, it could be possible that a structural engineer may 
need to be involved to confirm the structure is suitable for replacements. Some older 
buildings rely on window frames for support, therefore the removal of these without a suitable 
lintel could cause problems. Looking for a lintel is something that you can do yourself, try to 
look above the window for the metal, remove trims around the product or make an inspection 
hole in the mortar. Some of the common lintel types are shown on the right.

Your Old Doors and Windows

Kloeber can allow for removing your existing doors and windows as part of the fitting 
price and take every care in doing so. The old doors and windows will need to be 
disposed of by you but we will happily stack these into a skip.  It will be much more 
cost effective for you to hire a skip or arrange a local council collection if they have a 
large rubbish collection service in your area. 

Finished Floor Detailing

Many customers will strive to have their doors fitted as flush as possible and we can 
certainly help with this.

If you are replacing an existing door and want a flush finish, it may be necessary for a 
builder to adjust the brickwork to allow your new track to sit beneath your floor finish.

Kloeber do not carry out building works but we can advise you on the different options 
available to best suit the project.  

Cavity/ cantic lintel Solider course with lintel

RSJ lintel Concrete lintel


